
Introducing an exciting new HD DVR from DISH Network.
We set the standard in high-definition digital video recorders (DVRs) when we released our award-winning ViP622™ DVR, which 
was followed up by our top-of-the-line ViP722™ DVR receiver.  Now welcome the high-definition ViP612™ DVR, our advanced 
receiver that is an ideal solution for the HD home.

With superior imaging quality, startling life-like Dolby® Digital 5.1 Surround Sound, and the ability to pause, record and replay live 
television, the high-definition ViP612 DVR is DISH Network’s newest addition to its state-of-the-art satellite receivers.

See TV like never before, and never miss your 
favorite shows with this advanced high-definition 
DVR receiver. It features cutting-edge MPEG-4 
technology and boasts a powerful hard drive 
that lets you record up to 200 hours of standard-
definition and up to 30 hours of high-definition TV 
(or a combination of both.) The integrated DVR 
features ensure you never miss a moment: pause 
any programming, including live TV, create instant 
replays or skip through recorded programs with the 
touch of one button.

One of Our Best HD DVRs 
Available Today

•	Watch a program while recording another 
	 program, or record two live programs while 
	 watching a pre-recorded program

•	Record up to 200 hours of standard-definition 
(SD), up to 30 hours of high-definition (HD) 
entertainment or a combination of the two1 

•	View and record HD over-the-air digital 
	 broadcasts2 

•	Supports Dolby Digital 5.1 Surround Sound

•	Convenient On-Screen Caller ID3 with call history
•	Widescreen Electronic Program Guide with easy 

search features

• DishHOME Interactive TV for watching six 
screens at once and on-demand entertainment, 
games, shopping, news, sports, weather and 
customer service
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RECEIVER FEATURES
	 CONNECTIONS
		  • 2 satellite tuner inputs

		  • 1 UHF Pro remote control antenna 
			   input for included antenna

		  • 1 ATSC antenna input for over-the-air 
			   digital/HD broadcasts

		  • 1 telephone jack

		  • 2 USB 2.0 port (PocketDISH and Archos 
			   compatible – for future use)

		  • 1 Ethernet port (for future use)

		  • 3-prong power cord

	 A/V CONNECTIONS
		  • 1 HDMI digital audio/video output

		  • 1 set of Component (Y Pr Pb) HD analog 
			   video output

		  • 1 S-Video output

		  • 1 set RCA-type audio/video output

		  • 1 Channel 3-4 modulated output

		  • 1 optical digital output for Dolby® Digital 
			   and PCM Digital audio

1Recording hours may vary depending on type of programming being recorded.
2Requires an optional over-the-air antenna to receive local high-definition over-the-air digital broadcasts; additional fees apply.
3Requires Caller ID subscription with local phone company. Phone line must be connected to receiver.  
Dolby is a registered trademark of Dolby Laboratories.

 
	 REMOTE CONTROLS
		  • One universal, UHF Pro, configurable 
			   4-component dual-frequency remote 
			   control.

		  • Can be programmed to operate up to 
			   3 additional devices (TVs, VCRs, DVD 
			   players)

	 SPECIFICATIONS
		  • Size (approx.):  3.5” H x 14-3/4” W x 12.5” D

		  • Weight (approx.): 10.5 lbs.

		  • Color: Black

More of the best from DISH Network! The high-definition ViP612TM DVR has many of the features 
of our top-of-the-line ViP722TM DVR, enabling you to record hundreds of hours of your favorite 
programming.
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